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SA-3 SAM LAUNCH SI@E NEAR PALANGA, USSR

An SA-3 SAM launch site located at 55-59-235N 21-06- 10E, approxi-
mately 4.5 nautical miles north- northeast of Palanga (Figure 1) and
4,500 feet north of the SA-2 SAM sne at the northern end of Palanga
Airfield has been identified on I oo osraphy.

The site is served by an access road which crosses the main road
north from Palanga and leads directly into a large secured storage area
‘approximately 3,000 feet to the south of the site. )

The access road leads generally west-northwest into the site, passes
a large hardstand adjacent to the road on the south side, and runs through
a large revetted, probable hold area (Figure 2). The road network in the
central portion of the site forms a heart-shaped pattern. Branches from
the central portion lead to small, revetted missile launch pads. In the
center of the heart-shaped area is a rectangular area, revetted on each
side but open at the corners, which is probably for guidance equipment.

Because the photograph of this site is a double exposure, much of
the detail usually interpretable from photography of this scale is blurred
or obliterated. Despite this limitation, the following observations can
be made:

The construction of the site appears to be complete.

Two small unidentified buildings are possibly associated with
the site. One is approximately 200 feet south of the probable
hold revetment; the other is approximately 3500 feet south-
southwest.

A small unidentified object (imaged as a blurred dot) is visible

on three of the pads andinthe probable hold area. The possibility
that such an object is on the fourth pad is not excluded.
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FIGURE 2. SA-3 SAM SITE NEAR PAL ANGA, USSR.

25X1C




NPIC/R-1022/62

4. No vehicles are discernible at the site or in the immediate
vicinity. Several carriers are discernible at the SA-2 site
nearby.

No electrcnics equipment is discernible at the site. Objects,
presumed to be electronics vans, are visible in the guidance
revetment of the SA-2 site nearby.

Q <
6. No security fences around the site are discernible.

The roads, hardstands, and revetments appear to be complete.
However, the poor quality of the photography precludes determination
of whether or not the site is operational. Its identification as an SA-3
site is based on its similarity in configuration and size to Site A in the
SAM iaunch Complex at the Kapustin Yar/Vladimirovka Missile Test
Center, the prototype low- or medium-altitude, short-range SAM launch
site. 1/
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